
BASA checkout requirements for Discus CS N9094D. 

1. All pilots wishing to check out in this glider must have met the minimum experience 
requirements set forth in Section 3.4 of the BASA Flight Rules. 

2. Pilots who have recent (in the last year) experience flying a retractable-gear single-
seat glider may be checked out by a Flight Committee member who has been checked 
out in the glider himself.  Pilots who have not yet flown a retractable single-seat 
glider or do not have recent experience need a checkout by a CFIG.  The CFIG 
checkout requirement for those pilots is imposed because they probably need a more 
thorough briefing on the transition.   

3. Before checking out in the glider all pilots need to: 
a. Review the aircraft manual and be familiar with limiting speeds, permitted 

maneuvers, etc.  What is the maneuvering/rough air speed?  What is the 
maximum aerotow speed? 

b. Review the battery setup, and the operation of the radio, transponder and 
electric vario. 

c. Review the weight and balance information for this particular glider and the 
W&B spreadsheet available on the BASA webpage for this glider.  The 
permissible CG range is 10.24 inches to 15.75 inches aft of the datum point.  It 
is recommended that you do not fly the glider with the CG more than 2/3 of 
the way towards the aft end of this range (i.e., more than 13.91 inches), 
especially when you are new to the glider.  Use the spreadsheet to calculate: 
(i) Do you fit within the weight and balance envelope for this glider?  (ii) What 
is your CG position without any nose ballast weights?  (iii) Should you add a 
nose ballast weight to bring your CG forward of 13.91 inches?  The standard 
nose ballast weights are 2.2 kg / 4.85 lbs.  

4. All pilots checking out to fly this glider must also check out to assemble and 
disassemble the glider.  The pilot should bring a copy of the assembly procedure 
checklist for this glider (available on the webpage).  BASA members who have their 
own personal gliders will be allowed to self-checkout on the assembly procedures 
because they are accustomed to assembling and disassembling frequently.  

5. Before flying with water ballast, a separate water ballast checkout is required.  The 
Flight Committee members and CFIGs who can provide this water ballast checkout are 
limited to those who have experience flying with water ballast themselves.  A separate 
water ballast checkout explanation is posted on the BASA webpage for this glider. 


